
17

.

. .

.

Home Cinema Screens

Subject to technical modifications and errors. All technical data and indications of format, weight, brightness or size are approximate values.

Example: Design-Roll Electric IR
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Design-Roll Manual and Design-Roll Electric IR – the ideal
projection screens for elegance in home-cinema viewing

Design-Roll Manual
Image sizes External dimensions Diagonal Weight Code No.
W/H W/H cm/inch net kg
Overhead format 1:1; 4 cm border all around
172/172 cm 180/180 249/98 13.5 16212
192/192 cm 200/200 277/109 14.5 16213
Video format 4:3; 4 cm border all round
172/129 cm 180/137 215/85 13.5 16222
192/144 cm 200/152 240/94 14.5 16223
232/174 cm 240/182 290/114 16.5 16224
Cinema format 16:9; 4 cm border right, left and bottom; top approx. 30 cm lead
172/ 97 cm 180/131 198/78 13.5 16232
192/108 cm 200/142 220/87 14.5 16233
232/131 cm 240/165 266/105 16.5 16234

Design-Roll Electric IR
Image sizes External dimensions Diagonal Weight Code No.
W/H W/H cm/inch net kg
Overhead format 1:1; 4 cm border all around
172/172 cm 180/180 249/98 15.0 16252
192/192 cm 200/200 277/109 16.0 16253
Video format 4:3; 4 cm border all round
172/129 cm 180/137 215/85 15.0 16262
192/144 cm 200/152 240/94 16.0 16263
232/174 cm 240/182 290/114 18.0 16264
Cinema format 16:9; 4 cm border right, left and bottom; top approx. 30 cm lead
172/97 cm 180/131 198/78 15.0 16272
192/108 cm 200/142 220/87 16.0 16273
232/131 cm 240/165 266/105 18.0 16274

● Stylish aluminium casing, painted 
silver-grey

● Diffusely reflecting screen surface for 
 uniform distribution of light

● Suitable for wall-mounting and ceiling-
mounting

● Mounting attachments freely positionable
at right and left on rear of casing

● Black border for contrast optimisation 

Design-Roll Electric IR
● Plug-and-Play connectivity 

(power supply over mains plug)
● Cable exit at left
● IR remote control

● 230V/50Hz geared motor for quiet 
retraction and extension

The Design-Roll Manual projection wall
has a hand-operated mechanism instead of
an electrical motor for rolling the screen up
and down.

Screen surface
● Front projection, type D
● DIN 19045 gain factor, approx. 1.2
● Matt white, woven fabric base
● Back: opaque

Design-Roll Electric: infrared control with handheld unit
and mains plug

Design-Roll Electric:
position the mounting attachments to suit




